
 

 

CMC- U011 B 

10/100Base  TX to 100BaseFX   Bi- Direction   Fiber  Media Converter  

Highlights  

�¾  Compact size and cost-effective 

�¾  One 10/100 Base TX Ethernet TP Port and One 100 Base FX   

(Bi-Direction SC Connector)      

�¾  Dual-Wavelength Ethernet Fiber Port 

�¾  100Base FX Fiber Port can support either Multi or Single Mode 

�¾  Factory pre-set features or optional DIP switch model to configure 

�¾  Purely designed and Manufactured in Taiwan 

Specification                                                                    

Stand ards  IEEE 802.3 10BaseT 

IEEE 802.3u 100BaseTX/100BaseFX 

Features  Number of Ports: 

1 10/100BaseT with RJ-45 Connector 

1 100BaseFX with Fiber Connector (Multi/Single Mode, Bi-Direction SC Connector) 

Data Transfer Rate  Ethernet: 10Mbps/Half-Duplex 

         20Mbps/Full-Duplex 

Fast Ethernet: 100Mbps/Half-Duplex 

             200Mbps/Full-Duplex 

Transmission Media  10BaseT Cat. 3, 4, 5 UTP/STP, up to 100 m 

100BaseTX Cat. 5 UTP/STP, up to 100 m 

100BaseFX: 

���������������P���R�U���������������������P���0�X�O�W�L Mode SC-Type Fiber optic cable, up to 2 km 

�������������P���R�U�����������������P��Single Mode Fiber optic cable 

Led Indicators  Per Port: 

(TX): Link/Act, Speed, FDX/COL 

(FX): Link/Act, FDX/COL 

Per Unit: Power 

Power Requirement  DC 5V/2A 

Power Co nsumption  10 Watts (Max) 

Dimensions  102 × 74 × 22 mm (L x W x H) 

Weight  230 g 

Operating Temperature  0 to 45�W 

Storage Temperature  -20 to 90�W 

Humidity  10 to 90% RH (non-condensing) 

Certifications  FCC Class A, CE 


