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Getting to Know Your Device Server
1.1 About the IDS-S011F Serial Device Server

IDS-S011F is an innovative 1 port RS232/422/485 to 1 port fiber optical
device server. The option of the fiber port can be multi-mode
(IDS-S011F-M) or single mode (IDS-S011F-S) for different requirement of
transmission distance. To assure the agility and security of critical data,
IDS-S011F offers many powerful features for SW redundant functions.

The IDS-S011F can simultaneously transfer data into 5 host PCs. This

feature assures all critical data that saved in different host PC from
Ethernet breaking or host PCs failure. Secondly, the IDS-S011F provides dual redundant
power inputs on DC power jack and terminal block. IDS-SO011F also provides NAT pass
through function so that users are able to manage IDS-S011F inside or outside the NAT router.
It is easy for different IP domain users to use IDS-S011F. Therefore, IDS-S011F is the best
communication redundant solution for current application of serial devices with fiber optical

interface.

1.2 Software Features

A NAT-pass through: User can manage IDS-S011F through NAT router

A Redundant Power Inputs: 12~48VDC on power jack and terminal block

A Redundant multiple host devices: 5 simultaneous in Virtual COM, TCP Server, TCP
Client mode, UDP

A Secured Management by HTTPS and SSH

A Versatile Modes: Virtual Com, Serial Tunnel, TCP Server, TCP Client, UDP

A Event Warning by Syslog, Email, SNMP trap, and Beeper

A Various Windows O.S. supported: Windows NT(5.0)/2000/XP/2003/VISTA
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1.3 Hardware Features

> > > > > > >

Redundant Power Inputs: 12~48 VDC on terminal block and power jack
Operating Temperature: -10 to 60°C

Storage Temperature: -20 to 85 °C

Operating Humidity: 5% to 95%, non-condensing

Casing: IP-30

100BaseFX multi-mode or single-mode fiber port

Dimensions(W x D x H) : 72mm(W)x125 mm(D)x31mm(H)
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Hardware Installation

2.1 Install IDS-S011F on DIN-Rail

Each IDS-S011F has a Din-Rail kit on rear panel. The Din-Rail kit helps IDS-S011F to fix
on the Din-Rail. Itis easy to install the IDS-S011F on the Din-Rail.

2.1.1 Mount IDS-S011F on DIN-Rail
Step 1: Slant the IDS-S011F and mount the metal spring to Din-Rail.

Step 2: Push the IDS-S011F toward the Din-Rail until you heard a i ¢ k &oand.



IDS-S011F Us e r @arsual M

2.2 Wall Mounting Installation

Each IDS-S011F has another installation method. A wall mount panel can be found in the

package. The following steps show how to mount the IDS-S011F on the wall:

2.2.1 Mount IDS-S011F on wall
Step 1: Remove Din-Rail kit.
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Step 2: Use 3 screws that can be found in the package to combine the wall mount panel. Just

like the picture shows below:

The screws specification shows in the following two pictures. In order to prevent
IDS-S011F from any damage, the size of screws should not be larger than the size that used in
IDS-SO11F.

Emam

Tmm Pozidrive

Step 3: Mount the combined IDS-S011F on the wall.
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Hardware Overview

3.1 Front Panel

IDS-S011F

1 1R§232/4221485 port to 100 FX Device Server
2 PWR1

3 PWR2

4 Eth LNK/ACT

5 TXIRX

Product description of IDS-S011F.

LED of 100Base-FX Ethernet port.

o A~ W N

3.2 Front Panel LEDs

LED of serial port. Green for transmitting, red for receiving

LED for PWR1 and system status. When the PWR1 links, the green led will be light on.
LED for PWR2 and system status. When the PWR2 links, the green led will be light on.

The following table describes the labels that stick on the IDS-SO011F.

LED Color Status

Description
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On DC power 1 activated.
Indicates an IP conflict, or
PWR1 Green/Red Red blinking DHCP or BOOTP server did
not respond properly
On DC power 2 activated.
Indicates an I[P conflict, or
PWR2 Green/Red o _
Red blinking DHCP or BOOTP server did
not respond properly
ETH Green/Amber Green On/Blinking 100Base-FX LNK/ACT
| Green Blinking Serial port is transmitting data
Seria
Red Blinking Serial port is receiving data
3.3 Top Panel

The Top panel components of IDS-S011F are showed as below:

1. Terminal block include: PWR1 (12 ~ 48V DC)
2. Power Jack include: PWR2 (12 ~ 48V DC)

3. 100Base-FX Ethernet interface.

DC12~48V
PWR]

PV/R2

G V- V4 OG-®

3.4 Bottom Panel

The bottom panel components of IDS-S011F are showed as below:
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Serizl| Port

1. Reset bottom. 5 seconds for factory default.
2. Male DB9 connector: Serial interface of RS-232/422/485 (2 wire)(4 wire).

Pin Assignment

1

1 2
11

5
1

O

O

LI
6 7 8

o -

1

© 00 ~N o O 2 w MmN

DCD

RXD

TXD

DTR

GND

DSR

RTS

CTS

RI

Pin# RS232 RS422

RXD-

RXD+

TXD+

TXD-

GND

RS485(4 wire) RS485(2 wire)

RXD-

RXD+

TXD+

TXD-

GND

RS232 mode actas DTE

DATA+

DATA-

GND

3. DIP Switch: Termination for RS-422/485
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DIP1DIP2 Termination Configuration

ON ON Termination for Long Distance 4-wire RS485/RS422
ON OFF Reserved

OFF ON Termination for Long Distance 2-wire RS485

OFF OFF No Termination for RS232/422/485(short distance)

3.5 Rear Panel

The rear panel components of IDS-S011F are showed as below:
1. Screw holes for wall mount kit and DIN-Rail kit.

2. Din-Rail kit

3. Wall Mount Kit

1C



