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6 X 10/100BaseTX +2 x 100Base/XRing Managed Industrial Switch

Highlights

X-Ring Application

YFlexible ring topology for faster fault recovery speed

(Recovery time blow 20 ms)
¥Supports Ring Coupling, Dual Homindgrixg
¥%0ptionalLCSI managemeantility to simplify your network

Management

¥ Redundant power inputs guarantee a nstop operation

%2 redundant power inputs on power jack and terminal block

YAvailable rugged design fet0 to 70°C operating Temp.

X-Ring support thdastestredundant
recovery time which make a nestop
Ethernetconnection.

If the primarycommunication path is
disconnected the redundant ring
technology provides a redundant path
in the network. The following figure is &
sample XRing application

Features

z Management
» SNMP v1 v2c, v3/ Web/Telnet/CLI
z System Interface/Performance
» R345 port supports Auto MDI/MBX Function
» Storeand-Forward Swiching Architecture
» Backplane (Switching Fabric):6Gbps
z VLAN
, Port Based VLAN
» Support 802.1 Q Tag VLAN
. GVRP
Z Security
» Port Security: MAC address entries/filter

» IP Security: IP address security management to

prevent unauthorized intruder.
» Login SecurityEEE802.1X/RADIUS
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QoS (Quality of Service)
» Support IEEE 802.1p Class of Service,
» Per port provides 4 priority queues
» Port Base, Tag Base and Type of Service Priority
X-Ring
» X-Ring, Dual Homing, Couple Ring and Central Ri
Topology
» Provide redundant bdap feature and the recovery
time below 20ms
Provide DHCP Client/ DHCP Server functions
Support TFTP firmware update, TFTP backup and rest
Port Trunk with LACP
Support SNTP to synchronize system clock in Internet
Support IGMP snooping and query forlhmedia
Support 3 port mirroring typesRX ;TX and both packet



